” Allied Vision

Us3 Alvium

1800 U-052¢C

+ IMX426 CMOS sensor

+ ALVIUM image processing
« USB3 Vision

+ Various hardware options

Hardware option: Open Housing C-Mount 90°
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Alvium 1800 U-052c
Open Housing C-Mount 90°

17245

USB3 Vision

816 (H) x 624 (V)

300 to 1100 nm

Sony IMX426

CMOS

GS (Global shutter)

Type 1/1.7

9umx9pum

C-Mount

Type Hoya C5000 IR cut filter
688 fps at 450 MByte/s, Mono8
12 Bit

256 KByte

1024 KByte

73 %

21.8e

100000 e

73dB

23.7e

8-bit, 10-bit, 12-bit; Adaptive (10-bit, 12-bit)
Mono8, Mono10, Monol0p, Monol12, Monol2p
YCbCr411_8_CbYYCrYY, YCbCr422_8_CbYCry,

YCbCr8_CbYCr
RGBS (default), BGR8

BayerRG8, BayerRG10, BayerRG10p, BayerRG12, Bay-

erRG12p
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4 programmable GPIOs

-20 °C to +65 °C (housing)

Power over USB 3.1 Gen 1 | External power 5.0 V

USB power: 1.9 W (typical) | Ext. power: 2.1 W (typical)
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