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Alvium C
Alvium 1800 C-319

Alvium 1800 C-319 innovative MIPI CSI-2 camera with Sony IMX265 CMOS global shutter
sensor provides industrial performance for cost effective embedded vision applications.
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FmRY Alvium C
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(EFRES

L RRER AR Area scan

BE Color, Mono

& Visible

FIEEE 300 nm to 1100 nm

Pa?: = 2,064 x 1,544 (3.20 MP)

ERERES Sony IMX265

RRAEREM (M4K)) cmos

RMZEE Global shutter (GS)

ERREERT 7.1 x 5.3 mm (8.9 mm, Type 1/1.8)

BERT 3.45 pm x 3.45 ym

(LEX -5

BRI AIRE 12-bit

LIPS 5 GREY, RAW10, RAW12, RAWS, Y10, Y12

YUVIRERT UYVY, YCbCr411_8_CbYYCrYY, YCbCr422_8_CbYCrY, YCbCr8_CbYCr,
YUV422 8-bit

RGBRHEMEI BGRS8, RGB3, RGBS (default), RGB888 (default)

FEGHEEN BayerGR10, BayerGR10p, BayerGR12, BayerGR12p, BayerGR8
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PRERTERE

EFHE @529 nm 64 %

iNJEEER g

RAMIE 54 fps
BRI IE] 26 usto10s
iy 0.0dBto 48.0dB

/OG5 HBIR

JERSIRBIO 2 programmable GPIOs
EB IR 5 VDC over MIPI CSI-2
Ih%E Typical: 1.9 W
TR

TERE (A% -20 °C to 65 °C ((housing))

MRS 1%

MBRT (LxWxHmm) 26 x29 %29

HkiEO C-Mount, CS-Mount, S-Mount
B8 409

WE A TF5FPGA

E%%E7F (RAM) 256 KByte
IEBKRMTFMERR (K 1024 KByte

=0

MFEO MIPI CSI-2, up to 4 lanes
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Technical Drawing
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