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Alvium C
Alvium 1800 C-030 VSWIR

Alvium 1800 C-030 VSWIR innovative MIPI CSI-2 camera with Sony IMX991 SenSWIR
InGaAs global shutter sensor provides industrial performance for cost effective
embedded vision applications.
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s Alvium 1800 C-030 VSWIR
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K& Available

(B FRES

ERRERAH Area scan

aE Mono

n SWIR, Visible SWIR

FESEE 400 nm to 1700 nm

DR 656 x 520 (0.30 MP)

EREFES Sony IMX991 | InGaAs
ERRERGEM (#4%) cmos-ingaas

RMFERY Global shutter (GS)

ERRERRT 3.3x 2.6 mm (4.1 mm, Type 1/4)
BERT 5.00 pm x 5.00 pm

(EEN S

RS AIRE 10-bit, 12-bit, 8-bit

LRSI SN a0 GREY, Mono8 (default), RAW10, RAW12, RAWS (default), Y10, Y12

B Fr 51848
A 249 fps
BRYEAYIE] 15pusto 10's
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BF5i8m

18k 0.0dBto 42.0dB

FEEBSIRBEIO 2 programmable GPIOs
RN 5 VDC over MIPI CSI-2
Ih¥E Typical: 1.8 W

TRt

TERE K& -20 °C to 55 °C ((housing))

AU £

MERT (LxWxHmMmM) 26 x 29 x 29
B0 C-Mount, CS-Mount, S-Mount
5= 409

WE A TF5FPGA

Ef&%&RE (RAM) 256 KByte
FEZKMFMERE (NF) 1024 KByte

=0

MFEO MIPI CSI-2, up to 4 lanes
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Technical Drawing
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\ C-Mount (1x32 TPI-UNS-2B) Draft angle of 1deg
on both sides
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