” Allied Vision

EXO GigE
exo36/MGE

s ex0367MGE
Faftig F002200
iR EXO GigE
N Available

(EZR%

ERkERAERY Area scan

BE Mono

P Visible

HIEEE 400 nm to 1000 nm
ALy 4,416 x 4,428 (19.60 MP)
ERRERELS Sony IMX367

ERREREeM) (F1%h) cmos

TRIMZEE Global shutter (GS)
fRRRERRT 15.24 x 15.28 mm (21.58 mm, Type 4/3)
BERS 3.45 um x 3.45 ym

(EEN 5N

EREBRNLRE 8-bit, 12-bit
BEGEERD mono8, mono12packed

B 5185

RAMIE 6.2 fps
By eAdiEl 26 usto60s
jipas 0.0 dB to 48.0dB
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FERSIREIO 0 x LVDS input, 0 x LVDS output, 0 x TTL input, 0 x TTL output, 2 x
24V input, 4 x Open drain output,

HBEIFESBEIO 1 x RS232 input, 1 x RS232 output, 0 x RS422 input, 0 x RS5422
output,

FEBRE &R 1 x Optical isolated input, 0 x Optical isolated input,

/OO 12-pin Hirose HR10A-10P-12S

BRI 10 to 25VDC, Power over Ethernet

Ih#E External: 5.5 W (typical)

TESHF

IERE (O% -10 °Cto 65 °C

AR

MERT (LxWxHmm) 46 x 58 x 58
ISR RIS K9 - AR coating
IPRAIPELR IP40

BN M42

B8 400 g

WERFSFPGA

EligEE (RAM) 192 MByte
IEZKMFERR (NF) 32 MByte

O

HFEO gige
BEOERER (RJ-45)
BT A GigE Vision

Bl IhEE - BIREZE

BRI manual, auto, external
B auto, manual
EGIEHITNRE roi, lut, mirror-image, dpc, shading-correction, ffc
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El{4IHEE - A%

it &/ S internal, software, external
FENIESIThEE PTP, User Sets, POE, PWM(4), Sequencer,
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Monochrome

Sensor data — excludes camera cover- or IR-cut filter characteristics
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front back
ax P25V 5
M3V 4,5
.
S &)
M42 x 1 H6 51,6
L 44,1
R23 37,9
) 27
19,1
@ 3
042,4 0
058
cross section 0,7 sensor cover glass right side
1 cover glass
% i ; L
ul d _ _
] EXO
TS ~o 11,48 - I
Ngng o ™ _| optical distance
11,8
optical backfocus incl.
cover glass compensation
12,04
mechanical adjustment
without compensation
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top

3D

I/O pin assignment

VIN—
VIN-+
IN4

Hirose 12 Pin 1
— 2
3
4 0UT4
5
6

X

INT
IN2
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(GND)

(10V10 25V D0
(RXD RS232)
(7D RS232)
(0-249)
(0-24v)

OUTT  (open drain)
0UT2  (open drain)
IN3+  (opfoIn+)
IN3—  (optoln—)

0UT3  (open drain)
OUTO  (open drain)

M4-6H V5
same from top

®5117 6

| 1/4-20UNC T 5
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