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Area scan

Mono

Visible

400 nm to 1000 nm

2,448 x 2,048 (5.00 MP)

Sony IMX547

cmos

Global shutter (GS)

6.71 x5.61 mm (8.75 mm, Type 1/1.8)

2.74 ym x 2.74 ym

8-bit, 12-bit

mono8, mono12packed
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0 x LVDS input, 0 x LVDS output, 0 x TTL input, 0 x TTL output, 2 x
24V input, 4 x Open drain output,

1 x RS232 input, 1 x RS232 output, 0 x RS422 input, 0 x RS422
output,

1 x Optical isolated input, 0 x Optical isolated input,
12-pin Hirose HR10A-10P-12S
10 to 25VDC, Power over Ethernet

External: 4.5 W (typical)

TR

IEEE (A%

Ik RSk
MERT (LxWxHmm)
IR MRIFIRES
IPRAIRELR

RkEO

B8

WERFSFPGA

-10°Cto 60 °C

43 x 50 x 50

K9 - AR coating - 400-850nm
IP40

C-Mount

143 g

Etg&EF (RAM)
FEZKRMEFMESR (AF)

192 MByte

32 MByte
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BRI manual, auto, external
BEERN auto, manual
ElfgiEFIThRE roi, lut, mirror-image, dpc, shading-correction, ffc

B f+I08E - AR ZE ]

i Z R/ ES internal, software, external
FENIESIThEE PTP, User Sets, POE, PWM(4), Sequencer,
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Monochrome
(not included: lens- and light source characteristics)
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Technical Drawing
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Cross section
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1 cover glass
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I/O pin assignment

Hirose 12 Pin 1T VIN—  (GND) 7 0UTT  (open drain)
—— 2 VIN+ (10V1025VD0) 8 0UTZ (open drain)
34 (RDRS2Y) 9 N3+ (oplolnt)

4 QUT4  (TXDRS232) 10 IN3— (optoln—)
5 INT - (0-24V) 11 0UT3  (open drain)
6 IN2 - (0-24V) 12 0UTO  (open drain)
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