” Allied Vision

SHR CoaXPress
Shr661TMCX12

s shr661MCX12
=t F004141
FmR! SHR CoaXPress
N Available

(RS

ERkERAERY Area scan

BE Mono

P Visible

HIEEE 400 nm to 1000 nm

TR 13,392 x 9,528 (127.60 MP)
ERRERELS Sony IMX661

ERREREeM) (F1%h) cmos

TRIMZEE Global shutter (GS)
fRRRERRT 46.2 x 32.87 mm (56.7 mm, Type 3.6)
BERS 3.45 um x 3.45 ym

(EEX 5

RRREBRNIRE 8-bit, 10-bit, 12-bit, 16-bit

BEEREEN mono8, mono10, mono12, mono16

PRERTERE

STEE 74.4 dB
fEIRLL 41.5dB
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20.3 fps
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0 x LVDS input, 0 x LVDS output, 0 x TTL input, 0 x TTL output, 2 x
24V input, 4 x Open drain output,

1 x RS232 input, 1 x RS232 output, 0 x RS422 input, 0 x RS422
output,

1 x Optical isolated input, 0 x Optical isolated input,
12-pin Hirose HR10A-10P-12S
10 to 25VDC, Power over CoaXPress

External: 17 W (typical)
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-10°Cto 60 °C

83 x 80 x 80

Borofloat B270i - AR coating
IP30
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cxp-12 with 4 connections
(micro-BNC)

CoaXPress 2.0

manual, auto, external
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[l ThEE - ElSRZE

HRRIET auto, manual

EGIEHITNRE roi, lut, mirror-image, dpc, shading-correction, ffc

Bl ThEE - A ZES]

i &/ [ES internal, software, external
AN EEEIThRE PoCxP, User Sets, PWM(4), Sequencer,
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Monochrome

(not encluded: lens- and light source characteristics)
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M72x 0,75 ¥ 5,5

front back
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incl. cover glass compensation L
same from left
20,28 mechanical adjustment
without compensation
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I/0 pin assignment

T VIN—  (GND) 7 0uTl
2 VN (10V1025VD0) 8§ 0ur2
3 N4 (RXDRS232) 9 N3+
4 0UT4  (TXDRS232) 10 IN3-
5 NI (0-24V) 1 ouTs
6 IN2Z  (0-24V) 12 0UTO
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(open drain)
(open drain)
(opto In+)
(optoIn—)
(open drain)
(open drain)
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